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516 365 9805 P. 


Serial No. 10/678,667 
Filed October 3, 2002 

Response to Feb. 27, 2007 Office Action 
Amendments to the Specification 

please replace the paragraph beginning at page 2, line 8, 
with the following rewritten paragraph: 

--In order to avoid the disadvantages in connection with 
batch- wise coating of semi -cylindrical bearing elements, it has 
already been proposed (US 2, 944,947 A) to convey the semi- 
cylindrical plain bearing elements on horizontal slideways 
continuously through an eletrolytic bath, with the semi- 
cylindrical bearing elements which are disposed in a an axially 
successive way rest with their axial face sides on the slideways. 
The difficulties in connection with the tight guidance of the 
semi -cylindrical bearing elements through the mutually opposite 
walls of a bath tank have led to the proposal (US 5,364,523 A) to 
lower the individually delivered semi -cylindrical bearing 
elements step by step into a bath tank with the help of a 
vertical conveyor and to remove them from the bath tank again in 
the vertical direction after a horizontal shifting, thus leading 
to a considerable constructional complexity. Moreover, the 
difficulties in connection with the immersion treatment are still 
the same. The relative movement between the work-pieces and the 
electrolyte linked to the vertical conveyance of the work-pieces 
is insufficient, to achieve higher current densities. 
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